Motorola E6 Quad Band Modding Guide

1. установите радиокомм! Есть на фтп мотофана в разделе для е2

2.В телефоне в настройках поставьте usb режим модема

3.Подсоедините телефон к компу и врубите радоком. дождитесь появления зеленой картинки(индикатора связи)\

4.Сделайте изменения показанные на картинках.
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Редактирование SEEMS

Только скопируйте и вставьте СИМЫ и следуйте картинкам

SEEM 0032-0001 ROKR E6 MODDED length 0200



SEEM 0025-0001 MODDED length 0001

0B

SEEM 0171-0001 ROKR E6 MODDED length 0028

0051007500610064002000420061006E0064002000470053004DFFFFFFFFFFFFFFFFFFFFFFFFFFFF
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P2K Drivers 2.9/cdma1x.inf
; INF file for P2k.sys in Windows 2000 and Windows 98, install sheid will install this file for both O/S.

; Portions Copyright (c) 1996-2000, BlueWater Systems, Inc.

; Portions Copyright (c) 2000-2001, Motorola, Inc.

; Version  4/9/02

 



[Version]

Signature=$Chicago$

Class=USB

ClassGUID={FEB8D079-0681-11D4-9531-0060089ABC08}

Provider=%P2k.Provider%

      

[Manufacturer]

%P2k.Manufacturer%=P2k

      

[ClassInstall32]

AddReg=P2k.AddClassReg



[P2k]

;CDMA 1X (Qualcomm5105)

 



;boot PID

%P2k0.DeviceDesc%=P2k.INSTALL, USB\VID_22B8&PID_5105&REV_0000



; **********************   NOTE!!!!   *********************************

;CDMA 1x 5105 software currently is not capable of enumerating correctly 

;as a composite device. The one PID below is used to install CDMA 1x 

;onto Win98 or Win2k, but the device will not be capable of communicating

;over multiple interfaces, since it hasn't been installed as a 

;composite device.

; *********************************************************************

;USB

%P2k.DeviceDesc%=P2k.INSTALL, USB\VID_22B8&PID_2801&REV_0000







; TODO:  Add an optional Tag File to ensure that the end user

;        has specified the correct path to the diskette, CD-ROM,

;        or network drive.  See the INF File Reference in the

;        DDK documentation for more information on SourceDisksNames

;        sections.

[SourceDisksNames]

1=%P2k.DriverDiskName%,"",1



[SourceDisksFiles]

P2k.sys=1



[PreCopySection]

HKR,,NoSetupUI,,1

      

[DestinationDirs]

P2k.CopyFiles = 10,system32\drivers ; WINDOWS\SYSTEM32\DRIVERS

      

[P2k.INSTALL]

CopyFiles=P2k.CopyFiles

AddReg=P2k.AddRegLoader

      

[P2k.AddClassReg]

HKR,,,,%P2k.ClassName%



[P2k.AddRegLoader]

HKR,,DevLoader,,*ntkern

HKR,,NTMPDriver,,P2k.sys



[P2k.INSTALL.NT]

CopyFiles=P2k.CopyFiles



[P2k.INSTALL.NT.Services]

AddService = P2k,0x00000002,P2k_Service_Inst,P2k_EventLog_Inst



[P2k_Service_Inst]

ServiceType     = 1 ;%SERVICE_KERNEL_DRIVER%

StartType       = 3 ;%SERVICE_AUTO_START%

ErrorControl    = 1 ;%SERVICE_ERROR_NORMAL%

ServiceBinary   = %12%\P2k.sys

DisplayName     = %P2k.DeviceDesc%



[P2k_EventLog_Inst]

AddReg=P2k.AddEventLogReg



[P2k.AddEventLogReg]

HKR,,EventMessageFile,0x00020000,"%%SystemRoot%%\System32\IoLogMsg.dll;%%SystemRoot%%\System32\drivers\P2k.sys"

HKR,,TypesSupported,0x00010001,7



      

[P2k.CopyFiles]

P2k.sys



;---------------------------------------------------------------;

      

[Strings]

P2k.Provider="Motorola Inc"

P2k.Manufacturer="Motorola Inc"

; TODO:  Replace the following with an appropriate description

;        of this actual device.

P2k.DeviceDesc="Motorola USB Device"



P2k0.DeviceDesc="Motorola Flash Interface"





; TODO:  Replace the following with an appropriate class name

;        for this class of device.  

P2k.ClassName="Motorola USB Device"

; TODO:  If not installing from a diskette, change the following string

;        to indicate the source location.

P2k.DriverDiskName="P2k Installation Directory" 






P2K Drivers 2.9/motblan.inf
; 

;

; Copyright (c) 2003-2005 Belcarra

;

; This package will install the:

;

;       Motorola USB LAN driver

;

; For use with:

;

;       Belcarra USBLAN Function Drivers

;

; This will enable an Embedded Device to communicate with Windows system

; using TCP/IP.

;

; For more information on the Belcarra USBLAN Function and Motorola Host Drivers 

; go to:

;

;       http://www.belcarra.com

;

; For licensing information to use the Belcarra USBLAN Function and Host

; Drivers contact:

;

;       sales@belcarra.com

;

;





[Version]

Signature       = "$CHICAGO$"

Class           = Net

ClassGUID       = {4D36E972-E325-11CE-BFC1-08002BE10318}

Provider        = %Motorola%

;CatalogFile    = motblan.cat

DriverVer       = 03-11-2005,1.00.00.00

Compatible      = 1



[Manufacturer]

%Motorola%  = Motorola



[ControlFlags]

ExcludeFromSelect = USB\VID_22b8&PID_6027

ExcludeFromSelect = USB\VID_12b9&PID_f001

ExcludeFromSelect = USB\VID_15ec&PID_f001



ExcludeFromSelect = USB2\VID_22b8&PID_6027

ExcludeFromSelect = USB2\VID_22b8&PID_6027&MI_0

ExcludeFromSelect = USB2\VID_22b8&PID_6027&MI_1

ExcludeFromSelect = USB2\VID_12b9&PID_f001

ExcludeFromSelect = USB2\VID_12b9&PID_f001&MI_0

ExcludeFromSelect = USB2\VID_12b9&PID_f001&MI_1

ExcludeFromSelect = USB2\VID_15ec&PID_f001

ExcludeFromSelect = USB2\VID_15ec&PID_f001&MI_0

ExcludeFromSelect = USB2\VID_15ec&PID_f001&MI_1



[Motorola]

; DisplayName           Section         DeviceID

; -----------           -------         --------

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB\VID_22b8&PID_6027

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB\VID_12b9&PID_f001

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB\VID_15ec&PID_f001



%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB2\VID_22b8&PID_6027

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB2\VID_22b8&PID_6027&MI_0

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB2\VID_22b8&PID_6027&MI_1

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB2\VID_12b9&PID_f001

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB2\VID_12b9&PID_f001&MI_0

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB2\VID_12b9&PID_f001&MI_1

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB2\VID_15ec&PID_f001

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB2\VID_15ec&PID_f001&MI_0

%BTCUsbLan.DeviceDesc% = BTCUsbLan.ndi, USB2\VID_15ec&PID_f001&MI_1



;-----------------------------------------------------------------------------

[BTCUsbLan.ndi]

Characteristics                         = 0x2

BusType                                 = 15

AddReg                                  = BTCUsbLan.ndi.reg.Win, params.reg



;-----------------------------------------------------------------------------

[BTCUsbLan.ndi.NT]

Characteristics                         = 0x84

BusType                                 = 15

AddReg                                  = BTCUsbLan.ndi.reg.NT, params.reg



[BTCUsbLan.ndi.NT.HW]

AddReg                                  = BTC_HW_AddReg



;-----------------------------------------------------------------------------

[BTCUsbLan.ndi.reg.NT]

HKR, Ndi,                       Service,        0,  "Motorola USBLAN"

HKR, Ndi\Interfaces,            UpperRange,     0,  "ndis5"

HKR, Ndi\Interfaces,            LowerRange,     0,  "ethernet"



HKR, Ndi\params\HubPortName,    ParamDesc,      0, %HubPortName%

HKR, Ndi\params\HubPortName,    type,           0, "edit"

HKR, Ndi\params\HubPortName,    default,        0, ""



;HKR, Ndi\params\InterfaceCfg,   ParamDesc,      0, %InterfaceCfg%

;HKR, Ndi\params\InterfaceCfg,   type,           0, "enum"

;HKR, Ndi\params\InterfaceCfg,   default,        0, "0"

;HKR, Ndi\params\InterfaceCfg,   "0",            0, "Multi/DHCP"

;HKR, Ndi\params\InterfaceCfg,   "1",            0, "Multi/Static"

;HKR, Ndi\params\InterfaceCfg,   "2",            0, "NMUX/DHCP"

;HKR, Ndi\params\InterfaceCfg,   "3",            0, "NMUX/Static"





[BTCUsbLan.ndi.reg.Win]

HKR, Ndi,                       DeviceID,       0, "USB\VID_22b8&PID_6027"

HKR, Ndi,                       DeviceID,       0, "USB\VID_12b9&PID_f001"

HKR, Ndi,                       DeviceID,       0, "USB\VID_15ec&PID_f001"



HKR, Ndi,	                DeviceID,	0, "USB2\VID_22b8&PID_6027"

HKR, Ndi,	                DeviceID,	0, "USB2\VID_22b8&PID_6027&MI_0"

HKR, Ndi,	                DeviceID,	0, "USB2\VID_22b8&PID_6027&MI_1"

HKR, Ndi,	                DeviceID,	0, "USB2\VID_12b9&PID_f001"

HKR, Ndi,	                DeviceID,	0, "USB2\VID_12b9&PID_f001&MI_0"

HKR, Ndi,	                DeviceID,	0, "USB2\VID_12b9&PID_f001&MI_1"

HKR, Ndi,	                DeviceID,	0, "USB2\VID_15ec&PID_f001"

HKR, Ndi,	                DeviceID,	0, "USB2\VID_15ec&PID_f001&MI_0"

HKR, Ndi,	                DeviceID,	0, "USB2\VID_15ec&PID_f001&MI_1"



HKR, ,                          DevLoader,      , *ndis,*ntkern,*ndis

HKR, ,                          DeviceVxDs,     , motblan.sys

HKR, ,                          EnumPropPages,  , "netdi.dll,EnumPropPages"

;HKR, ,                         AdapterName,    , "BTCUsbLan"

HKR, NDIS,                      LogDriverName,  , "BTCUsbLan"

HKR, NDIS,                      MajorNdisVersion, 1, 03

HKR, NDIS,                      MinorNdisVersion, 1, 0a

HKR, Ndi\Interfaces,            DefUpper,       , "ndis3"

HKR, Ndi\Interfaces,            DefLower,       , "ethernet"

HKR, Ndi\Interfaces,            UpperRange,     , "ndis3"

HKR, Ndi\Interfaces,            LowerRange,     , "ethernet"

HKR, Ndi,                       CardType,       , "PNP"

;HKR,Ndi,                       HelpText,       , "Motorola USB LAN adapter"



HKR, Ndi\params\HubPortName,    ParamDesc,      0, %HubPortName%

HKR, Ndi\params\HubPortName,    default,        0, ""

HKR, Ndi\params\HubPortName,    type,           0, "edit"





;-------------------------------------------------------------------------------

; parameters

[params.reg]





HKLM,SYSTEM\CURRENTCONTROLSET\SERVICES\USBLAN\Motorola,NetworkLIP,           0x00010003, 0xac, 0x10, 0x10, 0x01

HKLM,SYSTEM\CURRENTCONTROLSET\SERVICES\USBLAN\Motorola,NetworkMIP,           0x00010003, 0xac, 0x10, 0x10, 0xf0

HKLM,SYSTEM\CURRENTCONTROLSET\SERVICES\USBLAN\Motorola,NetworkSIP,           0x00010003, 0xac, 0x10, 0x10, 0x02

HKLM,SYSTEM\CURRENTCONTROLSET\SERVICES\USBLAN\Motorola,NetworkMask,          0x00010003, 0xff, 0xff, 0xff, 0x00



HKR, Ndi\params\InterfaceCfg,   ParamDesc,      0, %InterfaceCfg%

HKR, Ndi\params\InterfaceCfg,   type,           0, "enum"

HKR, Ndi\params\InterfaceCfg,   default,        0, "0"

HKR, Ndi\params\InterfaceCfg,   "0",            0, "NMUX"

HKR, Ndi\params\InterfaceCfg,   "1",            0, "Multi"





[BTC_HW_AddReg]

HKR,,"UpperFilters",0x00010000,"BTCFilterService"



;-----------------------------------------------------------------------------

[BTCUsbLan.ndi.NT.Services]

AddService = %BTCUsbLan.Service.DispName%, 2, BTCUsbLan.AddService, BTCUsbLan.AddEventLog

AddService = BTCFilterService,,BTC_Filter_Service_Inst



;-----------------------------------------------------------------------------

[BTCUsbLan.AddService]

DisplayName                             = %BTCUsbLan.Service.DispName%

ServiceType                             = 1    ; SERVICE_KERNEL_DRIVER

StartType                               = 3    ; SERVICE_AUTO_START

ErrorControl                            = 1    ; NORMAL

ServiceBinary                           = %12%\motblan.sys

LoadOrderGroup                          = NDIS



[BTC_Filter_Service_Inst]

DisplayName                             = "Motorola BTC Filter Service"

ServiceType                             = 1    ; SERVICE_KERNEL_DRIVER

StartType                               = 3    ; SERVICE_AUTO_START

ErrorControl                            = 0    ; NORMAL

ServiceBinary                           = %12%\motfilt.sys

LoadOrderGroup                          = PNP Filter



;-----------------------------------------------------------------------------

[BTCUsbLan.AddEventLog]

AddReg = BTCUsbLan.AddEventLog.reg



[BTCUsbLan.AddEventLog.reg]



HKR, ,EventMessageFile,  0x00020000, "%%SystemRoot%%\System32\netevent.dll"

HKR, ,TypeSupported,     0x00010001, 7



;-----------------------------------------------------------------------------

[strings]

Motorola                                    = "Motorola"

BTCUsbLan.DeviceDesc                    = "Motorola Barbados USB LAN LINK"

BTCUsbLan.Service.DispName              = "Motorola Barbados USBLAN"



HubPortName                             = "USB Hub and Port Name"

InterfaceCfg                            = "NDIS Interface Configuration"










P2K Drivers 2.9/motcompXP.inf
;USB.INF  --  This file contains descriptions of USB hubs and composite devices

;



[Version]

signature="$CHICAGO$"

Class=USB

ClassGUID={36FC9E60-C465-11CF-8056-444553540000}

Provider=%Motorola%

LayoutFile=LAYOUT.INF

DriverVer=07/01/2001,5.1.2600.0



[ControlFlags]

ExcludeFromSelect = *



[DestinationDirs]

DefaultDestDir=11               ; LDID_SYS

;

; For Windows NT, all drivers go into %windir%\system32\drivers.  Since

; there isn't a DIRID (LDID) that represents this path on both NT and Win95,

; we specify the relative path off of %windir%.

;

USB.CopyFiles.NT          = 10, system32\drivers

Hub.CopyFiles.NT          = 10, system32\drivers

CommonClassParent.CopyFiles = 10, system32\drivers



; =================== Class Sections ===========================



[ClassInstall]

Addreg=USBClassReg



[USBClassReg]

HKR,,,,%USBClassName%

HKR,,Icon,,-20

HKR,,NoInstallClass,,1

HKR,,TroubleShooter-0,,"hcp://help/tshoot/tsUSB.htm"



[ClassInstall32]

Addreg=USBClassReg



; =================== Table of content =========================



[Manufacturer]

%Motorola.Mfg%=Motorola.Section





; =================== Motorola ==================================



[Motorola.Section]

%USB\COMPOSITE.DeviceDesc%=Composite.Dev,USB\VID_22B8&PID_4901





[Composite.Dev]

AddReg=CommonClassParent.AddReg

CopyFiles=CommonClassParent.CopyFiles



; For Windows NT...



[Composite.Dev.NT]

CopyFiles=CommonClassParent.CopyFiles

DelReg=Composite.DelReg.NT





[Composite.DelReg.NT]

HKR,,EnumPropPages32



[Composite.Dev.NT.Services]

AddService = usbccgp, 0x00000002, CommonClassParent.AddService





[CommonClassParent.AddService]

DisplayName    = %MotorolaParent.SvcDesc%

ServiceType    = 1                  ; SERVICE_KERNEL_DRIVER

StartType      = 3                  ; SERVICE_DEMAND_START

ErrorControl   = 1                  ; SERVICE_ERROR_NORMAL

ServiceBinary  = %12%\usbccgp.sys

LoadOrderGroup = Base









; =================== Global ==================================



[USB.AddReg]

HKR,,DevLoader,,*NTKERN



[USB.CopyFiles]

usbd.sys

usbhub.sys



[USB.DelFiles]

usbhub.sys,,,1

openhci.sys,,,1

uhcd.sys,,,1

usbd.sys,,,1

imagecls.sys,,,1

hcd.vxd,,,1

usbd.vxd,,,1

usb_enum.vxd,,,1

vtaishid.vxd,,,1

tmusb.sys,,,1

taishid.sys,,,1



[USBMON.DelFiles]

mondrv.sys,,,1

mondll.dll,,,1



[USBINF.DelFiles]

propext.inf,,,1

tmusb.inf,,,1

ehidmous.inf,,,1

ehidkbd.inf,,,1

ehidjoy.inf,,,1



[HUB.AddReg]

HKR,,DevLoader,,*NTKERN

HKR,,NTMPDriver,,usbhub.sys



[CommonClassParent.AddReg]

HKR,,DevLoader,,*NTKERN

HKR,,NTMPDriver,,usbccgp.sys





[USB.CopyFiles.NT]

usbd.sys

usbhub.sys



[USB.DelFiles.NT]

usbhub.sys,,,1

openhci.sys,,,1

uhcd.sys,,,1

usbd.sys,,,1

imagecls.sys,,,1

hcd.vxd,,,1

usbd.vxd,,,1

usb_enum.vxd,,,1

vtaishid.vxd,,,1

tmusb.sys,,,1

taishid.sys,,,1

usbuidll.dll,,,1



[USBMON.DelFiles.NT]

mondrv.sys,,,1

mondll.dll,,,1



[USBINF.DelFiles.NT]

propext.inf,,,1

tmusb.inf,,,1

ehidmous.inf,,,1

ehidkbd.inf,,,1

ehidjoy.inf,,,1



[HUB.CopyFiles]

usbhub.sys



[HUB.CopyFiles.NT]

usbhub.sys



[CommonClassParent.CopyFiles]

usbccgp.sys



[Strings]

Motorola="Motorola"

USBClassName="Universal Serial Bus controllers"



StandardHub.SvcDesc="Microsoft USB Standard Hub Driver"

MotorolaParent.SvcDesc="Microsoft USB Generic Parent Driver"



Motorola.Mfg="(Motorla USB Host Controller)"

USB\COMPOSITE.DeviceDesc="USB Composite Device"








P2K Drivers 2.9/p2k.inf
		; INF file for P2k.sys in Windows 2000		 Windows Xp and Windows 98		 Install Shield will install this file for all O/S.

		; Copyright (c) 2000-2005		 Motorola		 Inc.

		 

		

		[Version]

		Signature=$Chicago$

		Class=USB

		ClassGUID={FEB8D079-0681-11D4-9531-0060089ABC08}

		Provider=%P2k.Provider%

		DriverVer=08/26/2005		 2.9.0.0

		      

		[Manufacturer]

		%P2k.Manufacturer%=P2k

		      

		[ClassInstall32]

		AddReg=P2k.AddClassReg

		

		[P2k]

		

		;Bulverde USB BOOT PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_8086&PID_F001

		

		;Wally 2.2 PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0001&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0001&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0001&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0001&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0001&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0001&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0001&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0001&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0001&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0001&REV_0001&MI_09

		

		

		;Wally 2.4 PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0002&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0002&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0002&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0002&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0002&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0002&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0002&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0002&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0002&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_0002&REV_0001&MI_09

		

		

		;Patriot 1.0 PID (GSM)

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1001&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1001&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1001&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1001&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1001&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1001&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1001&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1001&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1001&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1001&REV_0001&MI_09

		

		

		;Patriot 1.0 PID (TDMA)

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1101&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1101&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1101&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1101&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1101&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1101&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1101&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1101&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1101&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1101&REV_0001&MI_09

		

		

		;Patriot 1.2 PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1002&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1002&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1002&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1002&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1002&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1002&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1002&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1002&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1002&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1002&REV_0001&MI_09

		

		

		;CDMA 1X (Qualcomm5100)

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2823&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2821&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2821&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2821&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2821&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2821&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2821&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2821&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2821&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2821&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2821&REV_0001&MI_09

		

		

		;Rainbow chipsets and products

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1801&REV_0001

		;Rainbow Revision 3

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_1801&REV_0003

		

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3001&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3001&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3001&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3001&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3001&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3001&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3001&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3001&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3001&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3001&REV_0001&MI_09

		

		;Talon Integrated 8/26/03

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6101&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6101&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6101&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6101&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6101&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6101&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6101&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6101&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6101&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6101&REV_0001&MI_09

		

		;Argon and SCM-A11

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6403&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6401&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6401&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6401&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6401&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6401&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6401&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6401&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6401&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6401&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6401&REV_0001&MI_09

		

		 ; Neptune LT  1.0 PID

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3803&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3801&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3801&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3801&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3801&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3801&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3801&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3801&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3801&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3801&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_3801&REV_0001&MI_09

		

		; Neptune LTS PIDs

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4803&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4801&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4801&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4801&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4801&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4801&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4801&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4801&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4801&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4801&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4801&REV_0001&MI_09

		

		; Neptune ULS PIDs

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5803&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5801&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5801&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5801&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5801&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5801&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5801&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5801&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5801&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5801&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5801&REV_0001&MI_09

		

		; Neptune LTE PIDs

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4903&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4901&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4901&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4901&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4901&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4901&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4901&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4901&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4901&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4901&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4901&REV_0001&MI_09

		

		; Neptune LTX PIDs

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A03&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A01&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A01&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A01&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A01&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A01&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A01&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A01&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A01&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A01&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4A01&REV_0001&MI_09

		

		; Neptune VLT PIDs

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5903&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5901&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5901&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5901&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5901&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5901&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5901&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5901&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5901&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5901&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_5901&REV_0001&MI_09

		

		;OMAP 1.0 PIDs

		

		;boot PID

		%P2k10.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4003&REV_0001

		

		;RDL PID

		%P2k10.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4008&REV_0001&MI_00

		%P2k11.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4008&REV_0001&MI_01

		%P2k12.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4008&REV_0001&MI_02

		

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4001&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4001&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4001&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4001&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4001&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4001&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4001&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4001&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4001&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_4001&REV_0001&MI_09

		

		;Dalhart (EZX)

		

		

		; EZX Intel Bootstrap for Dalhart:

		

		; EZX Motorola Bootloader for Dalhart.

		%P2KF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6003&REV_0001

		

		;EZX RDL

		%P2k10.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6008&REV_0001&MI_00

		%P2k12.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6008&REV_0001&MI_01

		

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6001&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6001&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6001&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6001&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6001&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6001&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6001&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6001&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6001&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6001&REV_0001&MI_09

		

		;EZX config 11

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_09

		%P2k10.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_0A

		%P2k11.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_0B

		%P2k12.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_0C

		%P2k14.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_0D

		%P2k15.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6004&REV_0001&MI_0E

		

		;EZX Config 16

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_09

		%P2k10.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_0A

		%P2k11.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_0B

		%P2k12.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_0C

		%P2k14.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_0D

		%P2k15.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6009&REV_0001&MI_0E

		

		;EZX config 17

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_09

		%P2k10.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_0A

		%P2k11.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_0B

		%P2k12.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_0C

		%P2k14.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_0D

		%P2k15.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600A&REV_0001&MI_0E

		

		;EZX config 18

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_09

		%P2k10.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_0A

		%P2k11.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_0B

		%P2k12.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_0C

		%P2k14.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_0D

		%P2k15.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_600B&REV_0001&MI_0E

		

		;MSM6050 (Qualcomm 6050)

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A03&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A01&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A01&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A01&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A01&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A01&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A01&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A01&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A01&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A01&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A01&REV_0001&MI_09

		

		;MSM6100 (Qualcomm 6100)

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A23&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A21&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A21&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A21&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A21&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A21&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A21&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A21&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A21&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A21&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A21&REV_0001&MI_09

		

		;MSM6300 (Qualcomm 6300)

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A43&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A41&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A41&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A41&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A41&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A41&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A41&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A41&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A41&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A41&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A41&REV_0001&MI_09

		

		;MSM6500 (Qualcomm 6500)

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A63&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A61&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A61&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A61&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A61&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A61&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A61&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A61&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A61&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A61&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A61&REV_0001&MI_09

		

		;MSM6025 (Qualcomm 6025)

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A83&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A81&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A81&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A81&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A81&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A81&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A81&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A81&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A81&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A81&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_2A81&REV_0001&MI_09

		

		;JUIX (Bulverde)

		

		;boot PID

		%P2kF.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6023&REV_0001

		;USB

		%P2k0.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6021&REV_0001&MI_00

		%P2k1.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6021&REV_0001&MI_01

		%P2k2.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6021&REV_0001&MI_02

		%P2k3.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6021&REV_0001&MI_03

		%P2k4.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6021&REV_0001&MI_04

		%P2k5.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6021&REV_0001&MI_05

		%P2k6.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6021&REV_0001&MI_06

		%P2k7.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6021&REV_0001&MI_07

		%P2k8.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6021&REV_0001&MI_08

		%P2k9.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6021&REV_0001&MI_09

		

		;RAM Downloader/miniOS

		;Motorola AP Flash

		%P2k16.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6026&REV_0001&MI_09

		;Motorola BP flash

		%P2K17.DeviceDesc%=P2k.INSTALL		 USB\VID_22B8&PID_6026&REV_0001&MI_0A

		

		

		

		

		

		; TODO:  Add an optional Tag File to ensure that the end user

		;        has specified the correct path to the diskette		 CD-ROM		

		;        or network drive.  See the INF File Reference in the

		;        DDK documentation for more information on SourceDisksNames

		;        sections.

		[SourceDisksNames]

		1=%P2k.DriverDiskName%				1

		

		[SourceDisksFiles]

		P2k.sys=1

		

		[PreCopySection]

		HKR				NoSetupUI				1

		      

		[DestinationDirs]

		P2k.CopyFiles = 10		system32\drivers ; WINDOWS\SYSTEM32\DRIVERS

		      

		[P2k.INSTALL]

		CopyFiles=P2k.CopyFiles

		AddReg=P2k.AddRegLoader

		      

		[P2k.AddClassReg]

		HKR								%P2k.ClassName%

		

		[P2k.AddRegLoader]

		HKR				DevLoader				*ntkern

		HKR				NTMPDriver				P2k.sys

		

		[P2k.INSTALL.NT]

		CopyFiles=P2k.CopyFiles

		

		[P2k.INSTALL.NT.Services]

		AddService = P2k		0x00000002		P2k_Service_Inst		P2k_EventLog_Inst

		

		[P2k_Service_Inst]

		ServiceType     = 1 ;%SERVICE_KERNEL_DRIVER%

		StartType       = 3 ;%SERVICE_AUTO_START%

		ErrorControl    = 1 ;%SERVICE_ERROR_NORMAL%

		ServiceBinary   = %12%\P2k.sys

		DisplayName     = %P2k.DeviceDesc%

		

		[P2k_EventLog_Inst]

		AddReg=P2k.AddEventLogReg

		

		[P2k.AddEventLogReg]

		HKR				EventMessageFile		0x00020000		%%SystemRoot%%\System32\IoLogMsg.dll;%%SystemRoot%%\System32\drivers\P2k.sys

		HKR				TypesSupported		0x00010001		7

		

		      

		[P2k.CopyFiles]

		P2k.sys

		

		;---------------------------------------------------------------;

		      

		[Strings]

		P2k.Provider="Motorola Inc"

		P2k.Manufacturer="Motorola Inc"

		; TODO:  Replace the following with an appropriate description

		;        of this actual device.

		P2k.DeviceDesc="Motorola USB Device"

		

		P2kF.DeviceDesc="Motorola Flash Interface"

		P2k0.DeviceDesc="Communications Class - Control Interface"

		P2k1.DeviceDesc="Communications Class - Data Interface"

		P2k2.DeviceDesc="Audio Control Interface"

		P2k3.DeviceDesc="Audio Streaming OUT Interface"

		P2k4.DeviceDesc="Audio Streaming IN Interface"

		P2k5.DeviceDesc="Accessories Interface"

		P2k6.DeviceDesc="Data Logging MCU Interface"

		P2k7.DeviceDesc="Data Logging DSP Interface"

		P2k8.DeviceDesc="Test Command Interface"

		P2k9.DeviceDesc="DSP Debugging Interface"

		P2k10.DeviceDesc="Flash Operating System Interface"

		P2k11.DeviceDesc="Flash File System Interface"

		P2k12.DeviceDesc="Flash Baseband Interface"

		P2k13.DeviceDesc="Flash Test Command Interface"

		P2k14.DeviceDesc="Motorola AP Data Logger"

		P2k15.DeviceDesc="Motorola EZX PTF"

		P2k16.DeviceDesc="Motorola AP Flash"

		P2k17.DeviceDesc="Motorola BP Flash"

		

		

		; TODO:  Replace the following with an appropriate class name

		;        for this class of device.  

		P2k.ClassName="Motorola USB Device"

		; TODO:  If not installing from a diskette		 change the following string

		;        to indicate the source location.

		P2k.DriverDiskName="P2k Installation Directory" 






P2K Drivers 2.9/P2k.sys



P2K Drivers 2.9/USBCDCMOT.INF
; Windows 98SE/ME USB Modem Setup File

; Copyright (c) 2003 Motorola

; Manufacturer: Motorola



[Version]

CatalogFile=usbcdc.cat

Signature="$CHICAGO$"

Class=USB

Provider=%Motorola%

LayoutFile=layout.inf,layout1.inf,layout2.inf

DriverVer=4/25/2003, 2.1.0.0



[Manufacturer]

%Motorola%=Motorola



[Motorola]

%USBCDMA%		=USBCDMA,USB\VID_22B8&PID_0005

%USBPATRIOT%		=USBPATRIOT,USB\VID_22B8&PID_1005

%USBLCA%		=USBLCA,USB\VID_22B8&PID_3802

%USB1XCDMA%		=USB1XCDMA,USB\VID_22B8&PID_2805

%USB1XCDMA5100%		=USB1XCDMA5100,USB\VID_22B8&PID_2822

%USBTALON%		=USBTALON,USB\VID_22B8&PID_3002

%USBHELEN%		=USBHELEN,USB\VID_22B8&PID_4002

%USBEZX%		=USBEZX,USB\VID_22B8&PID_6002

%USBNEPTUNEULS%         =USBNEPTUNEULS,USB\VID_22B8&PID_5802

%USBNEPTUNELTS%		=USBNEPTUNELTS,USB\VID_22B8&PID_4802

%USBNEPTUNELTE%		=USBNEPTUNELTE,USB\VID_22B8&PID_4902

%USBNEPTUNELTX%		=USBNEPTUNELTX,USB\VID_22B8&PID_4A02

%USBMSM6050%		=USBMSM6050,USB\VID_22B8&PID_2A02



[USBCDMA]

AddReg=USBcommon

CopyFiles=USB.sys



[USBPATRIOT]

AddReg=USBcommon

CopyFiles=USB.sys



[USBLCA]

AddReg=USBcommon

CopyFiles=USB.sys



[USB1XCDMA]

AddReg=USBcommon

CopyFiles=USB.sys



[USB1XCDMA5100]

AddReg=USBcommon

CopyFiles=USB.sys



[USBTALON]

AddReg=USBcommon

CopyFiles=USB.sys



[USBHELEN]

AddReg=USBcommon

CopyFiles=USB.sys



[USBEZX]

AddReg=USBcommon

CopyFiles=USB.sys



[USBNEPTUNEULS]

AddReg=USBcommon

CopyFiles=USB.sys



[USBNEPTUNELTS]

AddReg=USBcommon

CopyFiles=USB.sys



[USBNEPTUNELTE]

AddReg=USBcommon

CopyFiles=USB.sys



[USBNEPTUNELTX]

AddReg=USBcommon

CopyFiles=USB.sys



[USBMSM6050]

AddReg=USBcommon

CopyFiles=USB.sys



[USBcommon]

HKR,,DevLoader,0,*ntkern

HKR,,NTMPDriver,,"usbser.sys,ccport.sys"



[USBCDMA.HW]

AddReg=USBCDMAchild



[USBPATRIOT.HW]

AddReg=USBPATRIOTchild



[USBLCA.HW]

AddReg=USBLCAchild



[USB1XCDMA.HW]

AddReg=USB1XCDMAchild



[USB1XCDMA5100.HW]

AddReg=USB1XCDMA5100child



[USBTALON.HW]

AddReg=USBTALONchild



[USBHELEN.HW]

AddReg=USBHELENchild



[USBEZX.HW]

AddReg=USBEZXchild



[USBNEPTUNEULS.HW]

AddReg=USBNEPTUNEULSchild



[USBNEPTUNELTS.HW]

AddReg=USBNEPTUNELTSchild



[USBNEPTUNELTE.HW]

AddReg=USBNEPTUNELTEchild



[USBNEPTUNELTX.HW]

AddReg=USBNEPTUNELTXchild



[USBMSM6050.HW]

AddReg=USBMSM6050child



[USBCDMAchild]

HKR,,ChildID,2,"USB\MOTUSBCDMA"



[USBPATRIOTchild]

HKR,,ChildID,2,"USB\MOTUSBPATRIOT"



[USBLCAchild]

HKR,,ChildID,2,"USB\MOTUSBLCA"



[USB1XCDMAchild]

HKR,,ChildID,2,"USB\MOTUSB1XCDMA"



[USB1XCDMA5100child]

HKR,,ChildID,2,"USB\MOTUSB1XCDMA5100"



[USBTALONchild]

HKR,,ChildID,2,"USB\MOTUSBTALON"



[USBHELENchild]

HKR,,ChildID,2,"USB\MOTUSBHELEN"



[USBEZXchild]

HKR,,ChildID,2,"USB\MOTUSBEZX"



[USBNEPTUNEULSchild]

HKR,,ChildID,2,"USB\MOTUSBNEPTUNEULS"



[USBNEPTUNELTSchild]

HKR,,ChildID,2,"USB\MOTUSBNEPTUNELTS"



[USBNEPTUNELTEchild]

HKR,,ChildID,2,"USB\MOTUSBNEPTUNELTE"



[USBNEPTUNELTXchild]

HKR,,ChildID,2,"USB\MOTUSBNEPTUNELTX"



[USBMSM6050child]

HKR,,ChildID,2,"USB\MOTUSBMSM6050"



[Strings]

Motorola="Motorola"

USBCDMA="Motorola USB modem"

USBPATRIOT="Motorola USB modem"

USBLCA="Motorola USB modem"

USB1XCDMA="Motorola USB modem" 

USB1XCDMA5100="Motorola USB modem" 

USBTALON="Motorola USB modem"

USBHELEN="Motorola USB modem"

USBEZX="Motorola USB modem"

USBNEPTUNEULS="Motorola USB modem"

USBNEPTUNELTS="Motorola USB modem"

USBNEPTUNELTE="Motorola USB modem"

USBNEPTUNELTX="Motorola USB modem"

USBMSM6050 = "Motorola USB modem"



[USB.sys]

usbser.sys



[DestinationDirs]

USB.sys=10,SYSTEM32\DRIVERS






P2K Drivers 2.9/USBMDMMOT.INF
; Windows 98SE/ME USB Modem Setup File

; Copyright (c) 2003 Motorola

; Manufacturer: Motorola



[Version]

CatalogFile=mdmluc.cat

LayoutFile=layout.inf,layout1.inf,layout2.inf

Signature="$CHICAGO$"

Class=Modem

Provider=%Motorola%

CLASSGUID={4D36E96D-E325-11CE-BFC1-08002BE10318}

DriverVer=4/25/2003, 2.1.0.0



[Manufacturer]

%Motorola%=Motorola



[Motorola]

%USBCDMA%    		= USBCDMA,    USB\MOTUSBCDMA

%USBPATRIOT% 		= USBPATRIOT, USB\MOTUSBPATRIOT

%USBLCA% 		= USBLCA,  USB\MOTUSBLCA

%USB1XCDMA%		= USB1XCDMA,  USB\MOTUSB1XCDMA

%USB1XCDMA5100% 	= USB1XCDMA5100,  USB\MOTUSB1XCDMA5100

%USBTALON% 		= USBTALON,  USB\MOTUSBTALON

%USBHELEN%		= USBHELEN,  USB\MOTUSBHELEN

%USBNEPTUNEULS%		= USBNEPTUNEULS, USB\MOTUSBNEPTUNEULS

%USBNEPTUNELTS%		= USBNEPTUNELTS, USB\MOTUSBNEPTUNELTS

%USBEZX%		= USBEZX, USB\MOTUSBEZX

%USBNEPTUNELTE%		= USBNEPTUNELTE, USB\MOTUSBNEPTUNELTE

%USBNEPTUNELTX%		= USBNEPTUNELTX, USB\MOTUSBNEPTUNELTX

%USBMSM6050%		= USBMSM6050, USB\MOTUSBMSM6050



[USBCDMA]

AddReg = All, MDMsettings, MDMresponses, CDMAspecific



[USBPATRIOT]

AddReg = All, MDMsettings, MDMresponses



[USBLCA]

AddReg = All, MDMsettings, MDMresponses



[USB1XCDMA]

AddReg = All, MDMsettings, MDMresponses



[USB1XCDMA5100]

AddReg = All, MDMsettings, MDMresponses



[USBTALON]

AddReg = All, MDMsettings, MDMresponses



[USBHELEN]

AddReg = All, MDMsettings, MDMresponses



[USBNEPTUNEULS]

AddReg = All, MDMsettings, MDMresponses



[USBNEPTUNELTS]

AddReg = All, MDMsettings, MDMresponses



[USBEZX]

AddReg = All, MDMsettings, MDMresponses



[USBNEPTUNELTE]

AddReg = All, MDMsettings, MDMresponses



[USBNEPTUNELTX]

AddReg = All, MDMsettings, MDMresponses



[USBMSM6050]

AddReg = All, MDMsettings, MDMresponses



[All]

HKR,,FriendlyDriver,,unimodem.vxd

HKR,,DevLoader,,*vcomm

HKR,,ConfigDialog,,modemui.dll

HKR,,EnumPropPages,,"modemui.dll,EnumPropPages"

HKR,,PortSubClass,1,02

HKR,,DeviceType,1,01

HKR,,PortDriver,,wdmmdmld.vxd

HKR,,Contention,,



[MDMsettings]

HKR,, Properties, 1, 08,01,00,00, FF,00,00,00, FF,00,00,00, 07,00,00,00, 0F,00,00,00, F7,03,00,00, 00,C2,01,00, C0,DA,00,00

HKR,, InactivityScale, 1, 3c,00,00,00

HKR, Init,      1,, "ATZ<cr>" 

HKR, Init,      2,, "ATE1V1&D2<cr>"

HKR, Answer,    1,, "ATA<cr>"

HKR, Hangup,    1,, "ATHE1<cr>"

HKR,, Reset,, "ATZ<cr>"   

HKR, Settings, Prefix,, "AT"

HKR, Settings, Terminator,, "<cr>"

HKR, Settings, DialPrefix,, "D"

HKR, Settings, DialSuffix,, ""

HKR, Settings, Tone,, "T"

HKR, Monitor, 1,, "ATS0=0<cr>"

HKR, Monitor, 2,, "None"

HKR, Settings, FlowControl_Off,,  "+IFC=0,0"

HKR, Settings, FlowControl_Hard,, "+IFC=2,2"

HKR, Settings, FlowControl_Soft,, "+IFC=1,1"



[MDMresponses]

HKR, Responses, "0<cr>",  1, 00, 00, 00,00,00,00, 00,00,00,00 ; OK - Command executed

HKR, Responses, "1<cr>",  1, 02, 00, 00,00,00,00, 00,00,00,00 ; CONNECT - Connection

HKR, Responses, "2<cr>",  1, 08, 00, 00,00,00,00, 00,00,00,00 ; RING - Ring signal indicated

HKR, Responses, "3<cr>",  1, 04, 00, 00,00,00,00, 00,00,00,00 ; NO CARRIER 

HKR, Responses, "4<cr>",  1, 03, 00, 00,00,00,00, 00,00,00,00 ; ERROR - Invalid command

HKR, Responses, "6<cr>",  1, 05, 00, 00,00,00,00, 00,00,00,00 ; NO DIALTONE - No dial tone detected

HKR, Responses, "7<cr>",  1, 06, 00, 00,00,00,00, 00,00,00,00 ; BUSY - Engaged (busy) signal

HKR, Responses, "8<cr>",  1, 07, 00, 00,00,00,00, 00,00,00,00 ; NO ANSWER

HKR, Responses, "<cr><lf>OK<cr><lf>",                1, 00, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>RING<cr><lf>",              1, 08, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>ERROR<cr><lf>",             1, 03, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO DIALTONE<cr><lf>",       1, 05, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO DIAL TONE<cr><lf>",      1, 05, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>BUSY<cr><lf>",              1, 06, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO CARRIER<cr><lf>",        1, 04, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO ANSWER<cr><lf>",         1, 07, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT<cr><lf>",           1, 02, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 300<cr><lf>",       1, 02, 00, 2C,01,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 600<cr><lf>",       1, 02, 00, 58,02,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 1200<cr><lf>",      1, 02, 00, B0,04,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 2400<cr><lf>",      1, 02, 00, 60,09,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 4800<cr><lf>",      1, 02, 00, C0,12,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 7200<cr><lf>",      1, 02, 00, 20,1C,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 9600<cr><lf>",      1, 02, 00, 80,25,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 12000<cr><lf>",     1, 02, 00, E0,2E,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 14400<cr><lf>",     1, 02, 00, 40,38,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 16800<cr><lf>",     1, 02, 00, A0,41,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 19200<cr><lf>",     1, 02, 00, 00,4B,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 21600<cr><lf>",     1, 02, 00, 60,54,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 24000<cr><lf>",     1, 02, 00, C0,5D,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 26400<cr><lf>",     1, 02, 00, 20,67,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 28800<cr><lf>",     1, 02, 00, 80,70,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 31200<cr><lf>",     1, 02, 00, e0,79,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 33600<cr><lf>",     1, 02, 00, 40,83,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 38400<cr><lf>",     1, 02, 00, 00,96,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 57600<cr><lf>",     1, 02, 00, 00,E1,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 115200<cr><lf>",    1, 02, 00, 00,C2,01,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 115,200<cr><lf>",   1, 02, 00, 00,C2,01,00, 00,00,00,00



[CDMAspecific]

HKR, Fax, FixModemClass,, "2.0"

HKR, Fax, HardwareFlowControl,, "1"



[Strings]

Motorola="Motorola"

USBCDMA="Motorola USB Modem"

USBPATRIOT="Motorola USB Modem"

USBLCA="Motorola USB Modem" 

USB1XCDMA="Motorola USB Modem" 

USB1XCDMA5100="Motorola USB Modem" 

USBTALON="Motorola USB Modem" 

USBHELEN="Motorola USB Modem" 

USBNEPTUNEULS="Motorola USB Modem"

USBNEPTUNELTS="Motorola USB Modem"

USBEZX="Motorola USB Modem"

USBNEPTUNELTE="Motorola USB Modem"

USBNEPTUNELTX="Motorola USB Modem"

USBMSM6050="Motorola USB Modem"






P2K Drivers 2.9/USBMOT2000.INF
; Windows USB Modem Setup File

; Copyright (c) 2004 Motorola Inc.

; Manufacturers: Motorola



[Version]

Signature="$CHICAGO$"

Class=Modem

ClassGUID={4D36E96D-E325-11CE-BFC1-08002BE10318}

Provider=%Motorola%

CatalogFile=USBMOT2000.CAT

DriverVer=2/2/2005, 3.4.0.2



[DestinationDirs]

DefaultDestDir=12



[SourceDisksNames]



[SourceDisksFiles]



; ----------------------------------------------

[Manufacturer]

%Motorola% = Motorola



[Motorola]

%USBMOTMODEM%	 	= USB1XCDMA,    USB\VID_22B8&PID_2822

%USBMOTMODEM%    	= USB1XCDMA,	USB\VID_22B8&PID_2A02

%USBMOTMODEM%    	= USB1XCDMA,	USB\VID_22B8&PID_2A22

%USBMOTMODEM%    	= USB1XCDMA,	USB\VID_22B8&PID_2A42

%USBMOTMODEM%    	= USB1XCDMA,	USB\VID_22B8&PID_2A62

%USBMOTMODEM%    	= USB1XCDMA,	USB\VID_22B8&PID_2A82

%USBMOTMODEM%		= USB1XCDMA,	USB\VID_22B8&PID_2805

%USBMOTMODEM%  		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_0005

%USBMOTMODEM% 		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_1005

%USBMOTMODEM% 		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_3802

%USBMOTMODEM%		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_3002

%USBMOTMODEM% 		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_6102

%USBMOTMODEM%		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_4002

%USBMOTMODEM%		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_4802

%USBMOTMODEM%		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_6002

%USBMOTMODEM%		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_5802

%USBMOTMODEM%		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_4902

%USBMOTMODEM%		= USBMOTOROLA_COMMON, USB\VID_22B8&PID_4A02

%USBMOTMODEM%    	= USBMOTOROLA_COMMON, USB\VID_22B8&PID_6402

%USBMOTMODEM%    	= USBMOTOROLA_COMMON, USB\VID_22B8&PID_6022



; ----------------------------------------------

[USB1XCDMA.NT]

AddReg=All, MDM1XSettings, MDMSettings, MDMResponse

include=mdmcpq.inf

CopyFiles=FakeModemCopyFileSection



[USBMOTOROLA_COMMON.NT]

AddReg=All, MDMSettings, MDMResponse

include=mdmcpq.inf

CopyFiles=FakeModemCopyFileSection





; ----------------------------------------------



[USB1XCDMA.NT.Services]

include=mdmcpq.inf

AddService=usbser, 0x00000000, LowerFilter_Service_Inst





[USBMOTOROLA_COMMON.NT.Services]

include=mdmcpq.inf

AddService=usbser, 0x00000000, LowerFilter_Service_Inst



; ----------------------------------------------



[USB1XCDMA.NT.HW]

include=mdmcpq.inf

AddReg=LowerFilterAddReg



[USBMOTOROLA_COMMON.NT.HW]

include=mdmcpq.inf

AddReg=LowerFilterAddReg



[LowerFilterAddReg]

HKR,,"LowerFilters",0x00010000,"usbser"



[LowerFilter_Service_Inst]

DisplayName="Motorola USB Modem Driver"

ServiceType= 1

StartType  = 3

ErrorControl = 0

ServiceBinary = %12%\usbser.sys

; ----------------------------------------------

[All]

HKR,,FriendlyDriver,,unimodem.vxd

HKR,,DevLoader,,*vcomm

HKR,,ConfigDialog,,modemui.dll

HKR,,EnumPropPages,,"modemui.dll,EnumPropPages"

HKR,,PortSubClass,1,02

HKR,,DeviceType,1,02



[MDM1XSettings]

;Set these values to default

HKR,,MaximumPortSpeed, 1, 00, 84, 03, 00

HKR,, DCB, 1, 1C,00,00,00, 00,84,03,00, 15,20,00,00, 00,00, 0a,00, 0a,00, 08, 00, 00, 11, 13, 00, 00, 00 



[MDMSettings]

HKR,, Properties, 1, 08,01,00,00, FF,00,00,00, FF,00,00,00, 07,00,00,00, 0F,00,00,00, FF,03,00,00, 00,84,03,00, C0,DA,00,00

HKR,, InactivityScale, 1, 3c,00,00,00

HKR, Init, 1,, "ATZ<cr>"

HKR, Init, 2,, "ATE1V1&D2<cr>"

HKR, Answer, 1,, "ATA<cr>"

HKR, Hangup, 1,, "ATHE1<cr>"

HKR,, Reset,, "ATZ<cr>"   

HKR, Settings, Prefix,, "AT"

HKR, Settings, Terminator,, "<cr>"

HKR, Settings, DialPrefix,, "D"

HKR, Settings, DialSuffix,, ""

HKR, Settings, Pulse,, "P"

HKR, Settings, Tone,, "T"

HKR, Monitor, 1,, "ATS0=0<cr>"

HKR, Monitor, 2,, "None"

HKR, Settings, FlowControl_Off,,  "+IFC=0,0"

HKR, Settings, FlowControl_Hard,, "+IFC=2,2"

HKR, Settings, FlowControl_Soft,, "+IFC=1,1"



[MDMResponse]

HKR, Responses, "0<cr>",  1, 00, 00, 00,00,00,00, 00,00,00,00 ; OK - Command executed

HKR, Responses, "1<cr>",  1, 02, 00, 00,00,00,00, 00,00,00,00 ; CONNECT - Connection

HKR, Responses, "2<cr>",  1, 08, 00, 00,00,00,00, 00,00,00,00 ; RING - Ring signal indicated

HKR, Responses, "3<cr>",  1, 04, 00, 00,00,00,00, 00,00,00,00 ; NO CARRIER 

HKR, Responses, "4<cr>",  1, 03, 00, 00,00,00,00, 00,00,00,00 ; ERROR - Invalid command

HKR, Responses, "6<cr>",  1, 05, 00, 00,00,00,00, 00,00,00,00 ; NO DIALTONE - No dial tone detected

HKR, Responses, "7<cr>",  1, 06, 00, 00,00,00,00, 00,00,00,00 ; BUSY - Engaged (busy) signal

HKR, Responses, "8<cr>",  1, 07, 00, 00,00,00,00, 00,00,00,00 ; NO ANSWER

HKR, Responses, "<cr><lf>OK<cr><lf>",          1, 00, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>RING<cr><lf>",        1, 08, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>ERROR<cr><lf>",       1, 03, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO DIALTONE<cr><lf>", 1, 05, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO DIAL TONE<cr><lf>",1, 05, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>BUSY<cr><lf>",        1, 06, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO CARRIER<cr><lf>",  1, 04, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO ANSWER<cr><lf>",   1, 07, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT<cr><lf>",     1, 02, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 300<cr><lf>",       1, 02, 00, 2C,01,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 600<cr><lf>",       1, 02, 00, 58,02,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 1200<cr><lf>",      1, 02, 00, B0,04,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 2400<cr><lf>",      1, 02, 00, 60,09,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 4800<cr><lf>",      1, 02, 00, C0,12,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 7200<cr><lf>",      1, 02, 00, 20,1C,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 9600<cr><lf>",      1, 02, 00, 80,25,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 12000<cr><lf>",     1, 02, 00, E0,2E,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 14400<cr><lf>",     1, 02, 00, 40,38,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 16800<cr><lf>",     1, 02, 00, A0,41,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 19200<cr><lf>",     1, 02, 00, 00,4B,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 21600<cr><lf>",     1, 02, 00, 60,54,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 24000<cr><lf>",     1, 02, 00, C0,5D,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 26400<cr><lf>",     1, 02, 00, 20,67,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 28800<cr><lf>",     1, 02, 00, 80,70,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 31200<cr><lf>",     1, 02, 00, e0,79,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 33600<cr><lf>",     1, 02, 00, 40,83,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 38400<cr><lf>",     1, 02, 00, 00,96,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 57600<cr><lf>",     1, 02, 00, 00,E1,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 115200<cr><lf>",    1, 02, 00, 00,C2,01,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 115,200<cr><lf>",   1, 02, 00, 00,C2,01,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 230400<cr><lf>",    1, 02, 00, 00,84,03,00, 00,00,00,00









; ----------------------------------------------



[Strings]

Motorola = "Motorola"

USBMOTMODEM = "Motorola USB Modem" 










P2K Drivers 2.9/W2KXPMDM.INF
; Windows 2000 USB Modem Setup File

; Copyright (c) 2005 Motorola

; Manufacturers: Motorola

;



[Version]

Signature="$CHICAGO$"

Class=Modem

ClassGUID={4D36E96D-E325-11CE-BFC1-08002BE10318}

Provider=%Motorola%

LayoutFile=layout.inf

DriverVer=01/17/2005, 1.0.0.2



[Manufacturer]

%Motorola% = Motorola



[Motorola]

%USBM1000%              = USBM1000, USB\VID_22B8&PID_4022



[USBM1000.NT]

AddReg=All, MDMSettings, MDMResponse

CopyFiles=USBsys32Drivers



[All]

HKR,,FriendlyDriver,,unimodem.vxd

HKR,,DevLoader,,*vcomm

HKR,,ConfigDialog,,modemui.dll

HKR,,EnumPropPages,,"modemui.dll,EnumPropPages"

HKR,,PortSubClass,1,02

HKR,,DeviceType,1,01

HKR,,PortDriver,0,3ccport.vxd

HKR,,Contention,,



[MDMSettings]

HKR,, Properties, 1, 08,01,00,00, FF,00,00,00, FF,00,00,00, 07,00,00,00, 0F,00,00,00, FF,03,00,00, 00,84,03,00, C0,DA,00,00

HKR,, InactivityScale, 1, 3c,00,00,00

HKR, Init, 1,, "ATZ<cr>"

HKR, Init, 2,, "ATE1V1&D2<cr>"

HKR, Answer, 1,, "ATA<cr>"

HKR, Hangup, 1,, "ATHE1<cr>"

HKR,, Reset,, "ATZ<cr>"   

HKR, Settings, Prefix,, "AT"

HKR, Settings, Terminator,, "<cr>"

HKR, Settings, DialPrefix,, "D"

HKR, Settings, DialSuffix,, ""

HKR, Settings, Pulse,, "P"

HKR, Settings, Tone,, "T"

HKR, Monitor, 1,, "ATS0=0<cr>"

HKR, Monitor, 2,, "None"

HKR, Settings, FlowControl_Off,,  "+IFC=0,0"

HKR, Settings, FlowControl_Hard,, "+IFC=2,2"

HKR, Settings, FlowControl_Soft,, "+IFC=1,1"



[MDMResponse]

HKR, Responses, "0<cr>",  1, 00, 00, 00,00,00,00, 00,00,00,00 ; OK - Command executed

HKR, Responses, "1<cr>",  1, 02, 00, 00,00,00,00, 00,00,00,00 ; CONNECT - Connection

HKR, Responses, "2<cr>",  1, 08, 00, 00,00,00,00, 00,00,00,00 ; RING - Ring signal indicated

HKR, Responses, "3<cr>",  1, 04, 00, 00,00,00,00, 00,00,00,00 ; NO CARRIER 

HKR, Responses, "4<cr>",  1, 03, 00, 00,00,00,00, 00,00,00,00 ; ERROR - Invalid command

HKR, Responses, "6<cr>",  1, 05, 00, 00,00,00,00, 00,00,00,00 ; NO DIALTONE - No dial tone detected

HKR, Responses, "7<cr>",  1, 06, 00, 00,00,00,00, 00,00,00,00 ; BUSY - Engaged (busy) signal

HKR, Responses, "8<cr>",  1, 07, 00, 00,00,00,00, 00,00,00,00 ; NO ANSWER

HKR, Responses, "<cr><lf>OK<cr><lf>",          1, 00, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>RING<cr><lf>",        1, 08, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>ERROR<cr><lf>",       1, 03, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO DIALTONE<cr><lf>", 1, 05, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO DIAL TONE<cr><lf>",1, 05, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>BUSY<cr><lf>",        1, 06, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO CARRIER<cr><lf>",  1, 04, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>NO ANSWER<cr><lf>",   1, 07, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT<cr><lf>",     1, 02, 00, 00,00,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 300<cr><lf>",       1, 02, 00, 2C,01,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 600<cr><lf>",       1, 02, 00, 58,02,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 1200<cr><lf>",      1, 02, 00, B0,04,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 2400<cr><lf>",      1, 02, 00, 60,09,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 4800<cr><lf>",      1, 02, 00, C0,12,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 7200<cr><lf>",      1, 02, 00, 20,1C,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 9600<cr><lf>",      1, 02, 00, 80,25,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 12000<cr><lf>",     1, 02, 00, E0,2E,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 14400<cr><lf>",     1, 02, 00, 40,38,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 16800<cr><lf>",     1, 02, 00, A0,41,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 19200<cr><lf>",     1, 02, 00, 00,4B,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 21600<cr><lf>",     1, 02, 00, 60,54,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 24000<cr><lf>",     1, 02, 00, C0,5D,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 26400<cr><lf>",     1, 02, 00, 20,67,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 28800<cr><lf>",     1, 02, 00, 80,70,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 31200<cr><lf>",     1, 02, 00, e0,79,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 33600<cr><lf>",     1, 02, 00, 40,83,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 38400<cr><lf>",     1, 02, 00, 00,96,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 57600<cr><lf>",     1, 02, 00, 00,E1,00,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 115200<cr><lf>",    1, 02, 00, 00,C2,01,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 115,200<cr><lf>",   1, 02, 00, 00,C2,01,00, 00,00,00,00

HKR, Responses, "<cr><lf>CONNECT 230400<cr><lf>",    1, 02, 00, 00,84,03,00, 00,00,00,00



[Strings]

Motorola = "Motorola"

USBM1000 = "FOMA M1000"



[USBM1000.NT.Services] 

AddService=usbser, 0x00000000, LowerFilter_Service_Inst



[USBM1000.NT.HW]

AddReg=LowerFilterAddReg



[LowerFilterAddReg]

HKR,,"LowerFilters",0x00010000,"usbser"



[LowerFilter_Service_Inst]

DisplayName="Motorola USB Modem Driver"

ServiceType= 1

StartType  = 3

ErrorControl = 0

ServiceBinary = %12%\usbser.sys



[USBsys32Drivers]

usbser.sys,,,0x20



[DestinationDirs]

USBsys32Drivers=12

DefaultDestDir=12






VersionNumbers.txt
File Name:	Compatable Systems:	File Type:		File Version:



p2k.sys		Win98/Win2K/WinXP	P2K Driver		(ProductVersion 71105, 1.8, XP SpecialBuild, PrivateBuild 6)



p2k.inf		Win98/Win2K/WinXP	P2K INF 		(Driver Version = 8/26/2005, 2.9.0.0)



USBMOT2000.INF	WinXP			MotoModem INF		(Driver Version = 2/2/2005, 3.4.0.2)



W2KXPMDM.inf	Win2K			MotoModem INF		(Driver Version = 01/17/2005, 1.0.0.2)



USBCDCMOT.inf	Win98			MotoModem INF		(Driver Version = 4/25/2003, 2.1.0.0)



USBMDMMOT.inf	Win98			MotoModem INF		(Driver Version = 4/25/2003, 2.1.0.0)



CDMA1X.INF	Win98/Win2K/WinXP	CDMA1x MotoModem INF	(Version 4/9/02)



motcompXP.inf	Win98/Win2K/WinXP	Moto USB Hub INF	(Driver Version = 07/01/2001, 5.1.2600.0)



motblan.inf	WinXP			Moto LAN INF		(Driver Version = 03/11/2005, 1.00.00.00)
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